INTRODUCTION TO YOUR MODEL CEL 8 and/or CEL 44 


When you receive your chamber, examine the shipping crate for obvious signs 
of damage to the crate, as well as the exposed surfaces of the chamber, 
Scratches, dents, etc., could indicate damage to the controls or other 
mechanical components of the chamber. ' 


If any damage is found, prior to or after uncrating, the DELIVERING CARRIER 
MUST BE CONTACTED IMMEDIATELY. 


FAILURE TO NOTIFY CARRIER PROMPTLY, MAY AUTOMATICALLY NILLIFY AND VOID 
MANUFACTURER'S WARRANTY, 


Regardless of the model chamber you have purchased, you now have a product 
which is ruggedly constructed and specially engineered and designed to provide 
you with many years of satisfactory service and performance. 


DO NOT PLACE CHAMBER IN OPERATION UNTIL YOU HAVE CAREFULLY READ THE OPERATING 
INSTRUCTIONS , FAMILIARIZED YOURSELF WITH THE CONTROLS AND THEIR FUNCTIONS AND 
HAVE VERIFIED THE ELECTRICAL CHARACTERISTICS AND THE EXISTING ELECTRICAL 
LOAD ON THE AVAILABLE RECEPTACLES, VOLTAGE LOWER THAN 110 VOLTS WILL CAUSE 
INEFFICIENT OPERATION OF REFRIGERATION SYSTEM AND CAUSE THE FLUORESCENT LAMPS 
TO BE DIM AND FLICKER. re 

The non-rusting, all metal constructed cabinet is finished with a highly 
réflective modified acrylic enamel, which requires very little or no 
maintenance and is easy to clean. 


The insulation of the cabinet is of 2% pounds density polyurethane, which is 
foamed-in-place throughout. 


Heavy duty, hard rubber casters make the chamber readily portable for 
re-location. 


~ Each chamber is completely self contained and although it can be moved and 
located anywhere, consideration should be given to the following: 


(a) Free access to the control panel and chamber doors should be 
allowed. 


(b) Electrical outlet - the chamber is supplied with a heavy gauge 
8', three wire cord and operates on standard 115/60/1 - 15 amp 
service, such as found in homes, work shops and classrooms, The 
control panel and all components have been pre-wired and tested 
at the factory. 


(c) To obtain the highest efficiency, adequate air flow must be 
maintained over the face of the condensor, which is located im 
immediately behind the expanded metal gr##1, at the lower right 
hand front side of the chamber. It is recommended that a minimum 
of 3" be allowed between the erar of the chamber and the adjacent 
wall, It is further recommended that the air temperature at the 
face of the condensor should not exceed 90° F. The air flow from 
the face of the condensor should not be blocked. (The air cooled 
system will add approximately 6,000 BTUs per hour of heat to room, 
when in operation). 
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